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Call off Guidance

1. Introduction

This User Guide provides information and guidance to Fire and Rescue Services, Police Forces and Ambulance Trusts calling off from this Framework Agreement for the supply of Gas Detection Monitors.

This single supplier framework agreement has been awarded by West Midlands Fire and Rescue Authority (the Authority) for the supply of Gas Detection Monitors and associated products. The framework agreement is available to Ambulance, Police and Fire Services. Names of the Contracting Authorities able to use the framework are listed in section 11. 

The framework agreement will commence 1 March 2018 for a period of four years.

2. Tender Process Overview
The Framework Agreement was publicly advertised in the Official Journal of the European Union 2017/S 230-479090 on 29 November 2017 using the Open Procedure.  
The tender evaluation was carried out by members of all three Emergency Services.
3. Supplier Details
Life Safety Distribution GmbH (Honeywell Analytics Ltd)
Hatchpond House, 4 Stinsford Road, 
Nuffield Industrial Estate, 
Poole, Dorset, BH17 0RZ. 

Peter Barratt 
	Office 01202 676 161 
Mobile 07730 952901 
peter.barratt@honeywell.com



4. Expected Benefits
The benefits of using this framework are: quick and easy to use, no need for further competition, no sign up fee, reduced prices, standardisation of specifications.

Services can award directly to the Supplier, removing the need to conduct a full tender exercise and lengthy supplier evaluations, saving time and costs associated with procurement exercises.

5. Placing Purchase Orders
Purchasing orders must include the framework agreement reference WMFS C002461 and be made to Life Safety Distribution GmbH.
Only the terms set out in the Framework Agreement will apply for the call-off contracts and any other terms presented to the Customer or the Supplier will be considered null and void.
Any pricing and evaluation information supplied by the Authority is commercially sensitive to the Supplier and therefore must not be shared outside the requesting Service.
Where a call-off contract is placed under this Framework Agreement it should not be put in place for any longer than the Framework expiry date.  Upon expiry of any call-off contract the Service should review its commitments in respect of EU Procurement legislations and should not extend the contract.  If a call-off contract is in place that expires after the framework expiry date the call-off contract will not be under the original terms of this Framework Agreement and the Authority will not be liable should a Supplier/Customer allow this to occur.
6. Pricing
The prices are fixed for two years from 1st March 2018.  The Contract Price is subject to review after 24 months and may be increased by not more than Consumer Price Index using the formula stated in the invitation to tender. 
There are no price breaks; prices are the same for any quantity ordered. However, the embedded price lists exclude carriage and it will be added as follows:  orders up to £5,000 carriage charge £12.00; orders between £5,000 and £10,000 carriage charge £18.00; orders above £10,000 carriage charge £44.00.  There also an additional cost for delivery of dangerous goods (calibration gases) of £30 per shipment.










         		
		
		

7. Training
The Supplier offers free of charge training at their offices in Poole.  Details are in the embedded document.



8. Disputes and Complaints Process
Any complaint about the provision of services should be raised in the first instance through the opposing party (Customer/Supplier) and attempts should be made by both parties to resolve all disputes.  If a Customer/Supplier feels that the issue has not been resolved they should raise the matter to the Authority’s Contract Manager on the details provided below.

9. Responsibilities 
As the Contracting Authority, West Midlands Fire and Rescue Authority’s responsibilities will include supplier management, product development and management, price benchmarking, performance reviews and supplier review meetings.
The Framework will be managed by: Jacky Perkins, West Midlands Fire Service, Corporate Procurement, 99 Vauxhall Road, Birmingham B7 4HW
Telephone: 0121 380 6176
E-mail: jackie.perkins@wmfs.net
The contract manager will act as a point of escalation for unresolved issues between supplier and Customer for any quality issues with the goods delivered. It will be the role of the contract manager to review the performance of suppliers, monitor framework usage and overall expenditure, which will be provided in management information by the Supplier. 
Each Customer will be required to check their own organisation's usage and ensure that the Supplier applies the agreed Framework prices. 
Customers will be responsible for resolving any issues/queries/disputes between themselves and the Supplier e.g. invoicing issues, late deliveries.
The Suppliers will be responsible for resolving any issues/queries/disputes between themselves and individual Customers e.g. late payment. 
The Suppliers will appoint a single point of contact who will be responsible for managing the day to day orders from Customers, and the provision of both management and product information. Each Customer will be responsible for dealing with any day to day issues raised by the Supplier’s contact point. The contacts details are listed in section 3.

10.   Meetings
Supplier Meetings will normally take place at six monthly intervals or as subsequently agreed from time to time between the Supplier and the Contract Manager. The meetings are designed to cover the performance and effectiveness of the Framework Agreement. Areas for review and discussion will include: usage, performance measures, complaints and complaints handling, quality and technical issues, new developments, evaluation of past and present demands, and outstanding matters requiring or resulting in action from earlier meetings.  
11.  Contracting Authorities
Ambulance Services: 
· East Midlands Ambulance Service NHS Trust
· East of England Ambulance Service NHS Trust
· London Ambulance Service NHS Trust 
· North East Ambulance Service NHS Foundation Trust
· North West Ambulance Service NHS Trust
· South Central Ambulance Service NHS Foundation Trust
· South East Coast Ambulance Service NHS Trust
· South West Ambulance Service NHS Foundation Trust
· West Midlands Ambulance Service NHS Foundation Trust
· Yorkshire Ambulance Service
· Welsh Ambulance Service
· Scottish Ambulance Service
· Northern Ireland Ambulance Service Health and Social Care Trust
Fire and Rescue Services: 
· Avon Fire & Rescue Service
· Bedfordshire & Luton Fire & Rescue Service
· Buckinghamshire Fire & Rescue Service
· Cambridgeshire Fire & Rescue Service
· Cheshire Fire & Rescue Service
· Cleveland Fire & Rescue Service
· Cornwall Fire & Rescue Service
· Cumbria Fire & Rescue Service
· Derbyshire Fire & Rescue Service
· Devon & Somerset Fire & Rescue Service
· Dorset & Wiltshire Fire & Rescue Service
· County Durham and Darlington Fire & Rescue Service
· East Sussex Fire & Rescue Service
· Essex Fire & Rescue Service
· Gloucestershire Fire & Rescue Service
· Greater Manchester Fire & Rescue Service
· Guernsey Fire & Rescue Service
· Hampshire Fire & Rescue Service
· Hereford and Worcester Fire & Rescue Service
· Hertfordshire Fire & Rescue Service
· Humberside Fire & Rescue Service
· Isle of Man Fire & Rescue Service
· Isle of Wight Fire & Rescue Service
· Isles of Scilly Fire & Rescue Service
· States of Jersey Fire & Rescue Service
· Kent Fire & Rescue Service
· Lancashire Fire & Rescue Service
· Leicestershire Fire & Rescue Service
· Lincolnshire Fire & Rescue Service
· London Fire Brigade
· Merseyside Fire & Rescue Service
· Mid and West Wales Fire & Rescue Service
· Norfolk Fire & Rescue Service
· North Yorkshire Fire & Rescue Service
· North Wales Fire & Rescue Service
· Northamptonshire Fire & Rescue Service
· Northern Ireland Fire & Rescue Service
· Northumberland Fire & Rescue Service
· Nottinghamshire Fire & Rescue Service
· Oxfordshire Fire & Rescue Service
· Royal Berkshire Fire & Rescue Service
· Scottish Fire & Rescue Service
· Shropshire Fire & Rescue Service
· South Yorkshire Fire & Rescue Service
· South Wales Fire & Rescue Service
· Staffordshire Fire & Rescue Service
· Suffolk Fire & Rescue Service
· Surrey Fire & Rescue Service
· Tyne and Wear Fire & Rescue Service
· Warwickshire Fire & Rescue Service
· West Midlands Fire & Rescue Service
· West Sussex Fire & Rescue Service
· West Yorkshire Fire & Rescue Service
Police Forces:
· Avon and Somerset Constabulary
· Bedfordshire Police
· British Transport Police
· Cambridgeshire Constabulary
· Cheshire Constabulary
· City of London Police 
· Civil Nuclear Constabulary
· Cleveland Police
· Cumbria Constabulary
· Derbyshire Constabulary
· Devon and Cornwall Police
· Dorset Police
· Durham Constabulary
· Dyfed-Powys Police
· Essex Police
· Gloucestershire Constabulary
· Greater Manchester Police
· Gwent Police
· Hampshire Constabulary
· Hertfordshire Constabulary
· Humberside Police
· Kent Police
· Lancashire Constabulary
· Leicestershire Police
· Lincolnshire Police
· Merseyside Police
· Metropolitan Police Service
· Ministry of Defence Police
· Norfolk Constabulary
· North Wales Police
· Northamptonshire Police
· Northumbria Police
· North Yorkshire Police
· Nottinghamshire Police
· Police Service of Northern Ireland
· Police Service of Scotland
· South Wales Police
· South Yorkshire Police
· Staffordshire Police
· Suffolk Constabulary
· Surrey Police
· Sussex Police
· Thames Valley Police
· Warwickshire Police
· West Mercia Police
· West Midlands Police
· West Yorkshire Police
· Wiltshire Police
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Wear yellow. Work safe.
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S.E. Asia	 +65.6580.3468 
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multi-gas detectorsSeries


• 	Measure up to five atmospheric hazards concurrently 


• 	Fully customizable to suit any application


• 	Rapidly switch from diffusion mode to the optional 
integrated pump in the field


VOCs


CO2


LEL


H2S


CO


O2


SO2


PH3


NH3


NO2  


HCN


Cl2


ClO2


O3


Protect yourself 


Simultaneously monitor and display up to five atmospheric 


hazards with the GasAlertMicro 5 Series. Adaptable to a 


variety of applications, the GasAlertMicro 5 Series has an 


extensive selection of user-settable field options and is 


available as either a standard toxic gas model, a PID model 


for the detection VOCs, or an IR model for CO2 detection. 


Use the passcode function to prevent unauthorized 


modifications of the instrument’s settings. Compatible with 


BW’s MicroDock II automatic test and calibration system, 


the GasAlertMicro 5 Series is unparalleled in its versatility, 


performance and overall value. 


Generation 2 pump  
with visible integrated filter







Quickly switch from 
diffusion to integral 
pump option


Replaceable integrated filter
•	window enables user to 


visually inspect filter
•	provides superior dust  


and water resistance


Instrument model differences


GasAlertMicro 5 GasAlertMicro 5 PID GasAlertMicro 5 IR


Gases Detected H2S, CO, O2, SO2, PH3, NH3, NO2, HCN, 
Cl2, ClO2, O3 and combustibles (LEL)


VOCs (PID), H2S, CO, O2, SO2, PH3, NH3, NO2, 
HCN, Cl2, ClO2, O3 and combustibles (LEL)


CO2 (IR), H2S, CO, O2, SO2, NH3, O3 and 
combustibles (LEL)


Sensors Plug-in, electrochemical cell (toxic and oxygen); 
catalytic (LEL)


Plug-in, electrochemical cell (toxic and oxygen); 
catalytic (LEL); Photoionization detector (PID) with 
10.6 eV lamp for volatile organic compounds (VOCs)


Plug-in, electrochemical cell (toxic and oxygen); 
catalytic (LEL); infrared (IR) for carbon dioxide 
(CO2)


Typical battery life
1


AA Alkaline
Rechargeable 


20 hours
20 hours


15 hours
15 hours


15 hours
15 hours


Sensor for fifth toxic, PID, 
or CO2 hazards


Large, easy-to-read 
display


Raised buttons, easy to 
use with gloves


95 dB audible alarm 
(typical)


Four bright, wide-angled 
alarm bars


Optional datalogging 
stores several months of 
continuous data


Multiple charging 
options available


Stainless steel 
alligator clip


AA alkaline or hot-swappable 
rechargeable battery pack 
options allow for battery 
installation in the field


Internal vibrating alarm for 
high-noise areas


Integral concussion-proof 
enclosure


1
Based on the run time of a 5-gas instrument in diffusion mode at +68°F/+20°C, other instrument configurations or environmental conditions may increase/decrease the battery life of your instrument.







Industrial Applications


Both the diffusion and pumped 
configurations are compatible 
with the MicroDock II 
automated bump test and 
calibration system 


Sensors
The GasAlertMicro 5 is available in three models: toxic/
electrochemical, PID (for VOCs) or IR (for CO2). For more 
information about available sensor configurations, please 
contact BW Technologies by Honeywell.


Electrochemical and catalytic bead sensors available for: 
H2S	 CO	 O2
SO2	 Cl2	 ClO2	
NH3	 PH3	 HCN	
NO2	 O3	 Combustibles (LEL)


Photoionization sensor available for volatile organic 
compounds (VOCs) detection.


Infrared (IR) gold series sensors available for carbon 
dioxide (CO2) detection.


Note: Due to board and sensor configuration GasAlertMicro 5 
models are not interchangeable (i.e. a PID sensor cannot be 
used in a IR configured unit). 


GasAlertMicro 5


Industry or Application Sources of Additional Hazards


Confined Space Entry Various sources - industrial chemicals 


Wastewater Plants Cl2, NH3, ClO2 from treatment


Steel / Iron Production NO2


Pulp and Paper Cl2 from bleaching


Food and Beverage NH3 from refrigerants, ice production
PH3 from fumigation


Construction Confined space entry, trenching, and NO2 from 
diesel exhaust


GasAlertMicro 5 PID


Industry or Application Sources of VOC Hazards


Confined Space Entry Respiration and aerobic bacterial decomposition


Hazmat / Homeland Security Detect flammables not detected by LEL sensor 
(diesel, gasoline vapor, turpentine, etc)


Industrial Hygiene and 
Confined Space


Wide number of potential hazards (benzene, diesel, 
ethanol, toluene, etc.) dependant on industry


Airlines (wing-tank entry) Jet fuel not detectable by LEL sensor, PID required


Landfills Decomposing organic matter, emission of chemical 
compounds


Oil and Gas By-products of refining processes


Chemical Plants Number of potential hazards dependant on product 
and process of manufacturing


GasAlertMicro 5 IR


Industry or Application Sources of CO2 Hazards


Confined Space Entry Respiration and aerobic bacterial decomposition


Wineries and Breweries By-product of yeast fermentation


Agriculture Greenhouses, mushroom farms use CO2 to 
enhance growth; also used to speed ripening of 
fruits and vegetables, aerobic bacteria in manure 
pits


Marine Fuel Transport /
Shipping and Shipyards


Used for fire suppression and inerting cargo holds


Oil Well Fracturing Injected into mature wells for further oil extraction


Wastewater Treatment Aerobic bacteria


Food Industry / Cold Storage Solid CO2 (dry ice) used as a refrigerant and for 
carbonation; CO2 used in packaging to extend 
storage shelf life


Industrial and Chemical 
Manufacturing


CO2 used in various processes


Landfills Biodegradation (aerobic decomposition) of waste







European Headquarters
Life Safety Distribution AG
Javastrasse 2
8604 Hegnau
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Tel: +41 (0) 44.943.4300 
Fax: +41 (0) 44.943.4398
www.gasmonitors.com	 bwesales@gasmonitors.com
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Options and Accessories


For a complete list of accessories, please contact BW Technologies.


Locally available from


Integral pump and
battery charger


Confined space kit Belt holster Collapsible sampling
probe


Sensor Specifications


Gas
Measuring 


Range (ppm)
Default 


Resolution (ppm)
High Resolution 


(ppm)
H2S 0-500 1.0 0.1


CO 0-999 1.0 N/A


TwinTox (H2S) 0-500 1.0 0.1


TwinTox (CO) 0-500 1.0 N/A


O2 0-30.0% 0.1% N/A


SO2 0-150 1.0 0.1


PH3 0-5.0 1.0 0.1


NH3 0-100 1.0 0.1


NO2 0-99.9 1.0 0.1


HCN 0-30.0 1.0 0.1


Cl2 0-50.0 1.0 0.1


ClO2 0-1.0 0.1 0.01


O3 0-1.0 0.1 0.01


PID (VOCs) 0-1000 1 N/A


IR (CO2)
0-50,000
0-5.0% v/v


50
0.01%


N/A
N/A


Combustible 
gases


0-100% LEL
0-5.0% v/v


1% 
0.1%


N/A


Alarm set points for all sensors are user adjustable. Set point(s) are automatically displayed 
during instrument start up.


Additional GasAlertMicro 5 Features:


•	 Integral motorized pump option for remote sampling


•	 Equipped with internal vibrating alarm for high noise areas


•	 Two power options: AA alkaline or rechargeable hot-swappable 
battery packs


•	 Multi-language support in English, French, German, Spanish and 
Portuguese


Standard features of BW products:


•	 Continuous LCD shows real-time gas concentrations


•	 Water-resistant


•	 Automatic calibration procedure; compatible with BW 
MicroDock II automatic test and calibration station


•	 Full function self-test of sensor, battery status, circuit integrity 
and audible/visual alarms on start up


•	 Bright wide-angled visual alarm bars


•	 Built-in concussion-proof boot


GasAlertMicro 5 Specifications


Size 5.7 x 2.9 x 1.5 in. / 14.5 x 7.4 x 3.8 cm


Weight 13.1 oz. / 370 g


Temperature -4 to +122°F / -20 to +50°C 
14 to +104°F / -10 to +40°C (PID)


Alarms - Visual, vibrating, audible (95 dB)
- Low, High, STEL, TWA, OL (over limit)


Tests Sensor integrity, circuitry, battery and audible/visual alarms 
on activation, battery (continuous)


Pump Optional; Sample from up to 66 ft. / 20 m


User options Confidence beep
Set STEL interval
Set TWA method
Sensor on/off
Latching alarms
Safe display mode
Stealth mode 
Adjust Clock
Set datalogger rate
Passcode protection
Correction factor library 
(LEL, PID)
Fast pump


Combustible gas 
measurement (% LEL or  
% by volume methane)
O2 auto calibration on 
start up
Automatic backlight
Sleep mode
User-settable calibration 
gas level 
Calibration due lockout 
Daily bump test
Language choices (five)
High resolution


Ratings EMI/RFI:	 Complies with EMC Directive 89/336/EEC
IP 65/66


Certifications and 
approvals


n	 Class I, Div. 1, Gr.  A, B, C, D
	 American Bureau of Shipping - Toxic & PID models
ATEX:	 X g II 1 G
	 Ga Ex ia IIC  T4*
	 X g II 2 G  - IR model only
	 Ex d ia IIC  T4*
IECEx:	 Ga Ex ia IIC  T4*
	 Ex d ia IIC  T4* - IR model only
X:        European Conformity
*Temperature codes may vary as a function of the batteries installed. Please 
see owner’s manual for a complete listing of compatible batteries and codes.


 Warranty Full two year warranty including sensors 
(1 year NH3, Cl2, O3, ClO2 and PID lamp)


	


H_GasAlertMicro5_DS01106_V4_01-13_EMEAI 
© 2013 Honeywell International Ltd. All Rights Reserved.


DUE TO ONGOING RESEARCH AND PRODUCT IMPROVEMENT, SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
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Wear yellow. Work safe.


multi-gas detector


Visual auditing, easy compliance


Rugged and reliable, the GasAlertQuattro four-gas 


detector combines a comprehensive range of features 


with simple one-button operation. With flexible power 


options, the GasAlertQuattro is always ready. The 


graphic LCD displays easy to identify icons that 


indicate operational information, such as bump test and 


calibration status for simplified onsite auditing. IntelliFlash 


provides continuous visual confirmation of detector 


operation and compliance. Suited to a wide range of 


industrial applications including confined space entry, the 


GasAlertQuattro is fully compatible with BW’s MicroDock 


II automatic test and calibration system. GasAlertQuattro 


has European Performance Approval and MED.


H2S


CO


O2


LEL


•	Minimize costs and training with one-button operation


•	Field-proven SureCell sensors offer an unprecedented 
performance in even the harshest environments


•	 Interchangeable power options with extended battery 
runtimes for longer shifts


Simple, visual 
compliance


Always ready 
when you are


Easy one-button 
operation







GasAlertQuattro Specifications


Size 5.1 x 3.2 x 1.9 in. / 13.0 x 8.1 x 4.7 cm 


Weight - 11.15 oz. / 316 g (with rechargeable battery pack)
- 11.92 oz. / 338 g (with alkaline battery pack)


Temperature -4 to +122°F / -20 to +50°C 


Humidity 10% - 100% RH (non-condensing)


Alarms - Visual (six red LEDs), vibrating, audible (95 dB)
- Low, High, STEL, TWA, OL (over limit)


Tests Sensor integrity, circuitry, battery and audible/visual alarms 
on activation, battery (continuous), sensor (continuous)


Pump Compatible with the Sampler motorized sampling pump


Battery life AA alkaline:	 14 hrs (+68 to 122°F / +20 to 50°C)
Rechargeable:	20 hrs (+68 to 122°F / +20 to 50°C)
	 18 hrs (-4 to +32°F / -20 to 0°C)


User options Confidence /  
compliance beep


Confidence flash


Set STEL interval


Sensor on/off


Latching alarms


Safe display mode


Force calibration


Auto-zero on start up


Flip display 


Combustible gas 
measurement (% LEL or  
% by volume methane)


User-definable calibration gas 
concentration


Force bump


Language choices (five)


Custom start up message


Datalog interval


Ratings EMI/RFI:	 Complies with EMC Directive 2004/108/EC
IP66/IP67


Certifications and 
approvals


n	 Class I, Div. 1, Gr. A, B, C, D
ATEX:	 X g II 1 G Ga Ex ia IIC  T4
European Performance Approval:
             EN 60079-29-1:2007 Flammable
             EN 50104:2010 Oxygen
             EN 45544-1/-2 Toxic (CO and H2S)
             EN 50271:2002 Software
              Marine Equipment Directive MED 96/98/EC
IECEx:	 Ga Ex ia IIC  T4
X:        European Conformity


	 BR-Exia IIC T4 


Warranty Full two-year warranty including all sensors


Additional GasAlertQuattro features:


•	 Powered by an interchangeable rechargeable battery pack or 
alkaline pack with 3 AA batteries


•	 One-button operation and straightforward user interface 
minimizes training


•	 Comprehensive datalogging and event logging capacity


•	 IntelliFlash verifies operation and compliance to both the user 
and supervisors from up to 20 ft. / 6.1 m


•	 Enhanced resistance to common industrial cross sensitive gases 
such as methanol and ethanol (CO and H2S sensors)


•	 Multi-language support in English, French, German, Spanish  
and Portuguese


•	 Field-proven SureCell sensors offer an unprecedented 
performance in even the harshest environments.


Standard features of BW products:


•	 Continuous LCD shows real-time gas concentrations 


•	 Compact and lightweight design makes it comfortable to wear


•	 Simple automatic calibration procedure; compatible with  
BW MicroDock II automatic test and calibration station


•	 Full function self-test of sensor(s), battery status, circuit  
integrity and audible/visual alarms on start up and continuous 
testing on sensor(s)


•	 Bright wide-angled visual alarm bars


•	 Built-in concussion-proof boot


Locally available from


DUE TO ONGOING RESEARCH AND PRODUCT IMPROVEMENT, SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.


MicroDock II 
compatible


Carrying holster Auxiliary filter Vehicle attachment


Sensor Specifications


Gas Measuring Range Resolution


Hydrogen 
sulfide (H2S) 0-200 ppm 0.1 ppm


Carbon 
monoxide (CO) 0-1000 ppm 1 ppm


Oxygen (O2) 0-30.0% 0.1%
Combustible 
gases (%LEL)


0-100% LEL
0-5.0% v/v


1% 
0.1%


Alarm setpoints for all sensors are user adjustable. Setpoint(s) are automatically displayed 
during instrument start up.


For a complete list of accessories, please contact BW Technologies by Honeywell.


Options and Accessories


H_GasAlertQuattro_DS01103_V3_01-13_EMEAI 
© 2013 Honeywell International Ltd. All Rights Reserved.
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Wear yellow. Work safe.


Small size. Easy to use. Reliable 
operation. Affordable protection.
With that combination of benefits, it’s no wonder the 
GasAlertMicroClip is the world’s most popular multi-gas 
detector, serving as your trusted companion in hazardous 
environments — keeping you safe without weighing you down. 


Plus, it’s the only multi-gas detector with a rating of IP68 for 
unmatched water protection — up to 45 minutes at a depth of 
1.2 m. So you can be confident it will stand up to challenging 
conditions.


Choose from two detectors, both with extended 18-hour battery 
runtime, one‑button operation and Honeywell’s rigorous approach 
to quality:


GasAlertMicroClip XL: low up-front cost with a two-year 
warranty.


GasAlertMicroClip X3: three‑year warranty and a new oxygen 
sensor that extends overall expected service lifetime to 5 years.


Continuously 
detect up 
to 4 gas 
hazards:


LEL


H2S


O2


CO


Guaranteed to run for an 
entire shift — even in  


harsh weather. 


NEW!  
GasAlertMicroClip X3 with new O2 
sensor and 3-year warranty with an 
expected service lifetime of 5 years.


NEW!  
GasAlertMicroClip X3 and 
GasAlertMicroClip XL  now feature 
IP68 for maximum water and dust 
protection – up to 45 minutes at a  
depth of 1.2 m.


Use our unique advanced technology for safety, 
compliance and productivity.
n	 Advanced engineering for reliable battery performance


n	 Reflex™ Technology to ensure sensor responsiveness


n	 Compact, lightweight and easy to use — no expertise required


n	 Flashing green IntelliFlash™ light for compliance at a glance


multi-gas detectors


Easy To Wear Easy to Read Easy to See







Wear yellow. Work safe.
bwesales@gasmonitors.com	 Europe: (Freephone number)	 +800.333.222.44
www.honeywellanalytics.com	 Europe:	 +41.44.943.4380
	 Middle East, CIS, Africa:	 +971.4.450.5852


Locally available from...


GasAlertMicroClip Specifications 
GasAlertMicroClip XL GasAlertMicroClip X3


Size 11.3 x 6.0 x 3.2 cm / 4.4 x 2.4 x 1.2 in.


Weight 190 g / 6.7 oz. 179 g / 6.3 oz.


Temperature -20 to +50°C / -4 to +122°F


Humidity 0% - 95% RH (non-condensing)


Alarms Visual, vibrating, audible (95 dB) • Low, High, TWA, STEL, OL (over limit)


Tests Audible/visual alarms on activation; sensors, battery and  
circuitry (continuous)


Typical battery life 18 hours; recharges in less than 6 hours
Note: Approximately 20% capacity loss is normal with lithium polymer batteries after 
500 charge cycles. Refer to the Operator’s Manual for additional information.


User options Confidence beep
Set STEL interval
Sensor on/off
Latching alarms
Safe display mode
Stealth mode 
Calibration lock
Auto zero on start up
O2 auto calibration  
on start up
Set bump test interval
Force bump test when overdue


IntelliFlash™ interval 
Combustible gas 
measurement (%LEL or  
% by volume methane)
User-settable calibration  
gas level 
Force calibration  
when overdue
Low alarm acknowledge
Language choices
Set custom start up message


Ratings IP68 – up to 45 minutes at 1.2 m (GasAlertMicroClip XL and X3)
EMI/RFI: Complies with EMC Directive 2004/108/EC


Certifications and 
approvals


	 Class I, Div. 1, Gr. A, B, C, D
ATEX:	  II 1 G
	 Ex ia IIC  T4 Ga
IECEx: 	 Ex ia IIC  T4 Ga


	 European Conformity
	 KTL (GasAlertMicroClip X3 certification in progress)


Warranty Full two‑year (GasAlertMicroClip XL) or three‑year (GasAlertMicroClip X3) 
warranty including all sensors
Note: Battery is guaranteed to have 12 hour runtime during warranty period under 
normal operating temperature of 4°F / -20°C to 122°F / 50°C.


Expected service 
lifetime


Five years including all sensors* (GasAlertMicroClip X3 only)
*Note: Sensors do not contain consumable components and will typically reach the 
expected lifetime if used according to the instructions in the user manual. Please 
note that poisoned sensors are not covered by warranty.


Sensor Specifications


Gas Measuring Range Resolution


H2S 0-100 ppm 1 ppm


CO 0-500 ppm 1 ppm


O2 0-30.0% 0.1%


Combustible 
gases


0-100% LEL 
0-5.0% v/v


1% 
0.1%


Alarm setpoints for all sensors are user adjustable. Setpoints are automatically displayed during 
instrument start up.


DUE TO ONGOING RESEARCH AND PRODUCT IMPROVEMENT, SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.


20150630-02-EN-EMEA


GasAlertMicroClip Standard Features:
n	 Guaranteed runtime for at least a 12-hour shift — down to 


-20°C — without compromising LEL detection of hydrogen, 
acetylene and other combustible gases


n	 Durable, rechargeable lithium polymer battery — tested to last 
in extreme environments


n	 Ergonomic and wearable — doesn’t weigh you down
n	 Real-time gas concentrations shown on LCD
n	 Bright, wide-angle visual alarm bars
n	 IP68 rating ensures maximum protection against dust and 


water — up to 45 minutes at a depth of 1.2 m
n	 User-friendly, tamper-proof operation with just one button and 


intuitive LCD icons
n	 IntelliFlash™ light indicating detector has been bump tested 


and is monitoring correctly
n	 Self-test of sensors, battery status, circuit integrity and 


audible/visual alarms on startup
n	 Compatible with MicroDock II docking station for automated 


bump tests and calibration
n	 Compatible with Fleet Manager II software for reporting and 


fleet management 
n	 Multi-language support in English, French, German, Spanish 


and Portuguese


New to GasAlertMicroClip X3:
n	 Five-year life expectancy — plus a three-year warranty 
n	 An all-new oxygen sensor that operates consistently for five 


years — with no replacement costs for the life of the detector
n	 Superior cost of ownership — with minimised maintenance 


and maximised uptime


For a complete list of kits and accessories, please contact  
BW Technologies by Honeywell.


Options & Accessories


MicroDock II Five unit cradle 
chargerIR connectivity kit


multi-gas detectors
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Gas Detection


F E AT U R E S  &  B E NE F I T S


Easy to Wear 
•	 Durable, ergonomic and wearable — doesn’t weigh you down


•	 Compact profile — even working in tight spaces, you won't 
know you are wearing it


Easy to Use
•	 Simple one-button operation


•	 User-friendly tamper‑proof operation with just one button


•	 Intuitive LCD icons


•	 Real-time gas concentrations shown on LCD


Easy Compliance
•	 Flashing red non-compliance indicators warn workers that the 


detector has not been bump tested according to schedule


•	 Daily full function self-test of sensors, battery status, circuit 
integrity, and audible/visual alarms


Easy to Manage 
•	 Compatible with IntelliDoX docking system and instrument 


management system


Easy to Rely On 
•	 Built-in concussion proof boot


•	 Tested to last in extreme environments


When you’ve got your hands full in the field, you need no‑hassle 


gas detection you can count on: the BW Clip4 four-gas detector. 


Wearable, easy multi-gas detection that’s always on. No charging, 


no battery or sensor replacements, no hassle. Simpler, low 


cost of ownership guaranteed by the Honeywell commitment 


to quality, and backed by a full ecosystem of supporting 


technologies. When you clip on the BW Clip4 you know – it’s on.


Always On: 2-Year Continuous Runtime


Once activated, you can rest assured that the BW Clip4 is always on. 


Two years of non-stop runtime with no charging or battery swap outs.


BW Clip4 Multi-Gas Detector. It's ON.
The simplicity of “always on.” The safety and quality of Honeywell.


H2S


O2


LEL


CO


Hydrogen Sulfide


Carbon Monoxide


Oxygen


Combustible Gases







BW Clip4 Technical Specifications


TECHNICAL SPECIFICATIONS


SIZE 12.0 x 6.8 x 3.2 cm / 4.7 x 2.7 x 1.3 in.


WEIGHT 233 g / 8.2 oz.


OPERATING TEMPERATURE -20 to +50°C / -4 to +131°F


HUMIDITY 5 - 95% RH (non‑condensing) continuous


INGRESS PROTECTION IP68


ALARMS AND TYPE Visual, vibrating, audible (95 dB); Low, High, TWA, STEL, OL (over limit)


SELF-TEST Activated detectors automatically perform one internal diagnostic 
test every 24 hours (sensors, battery, and circuitry).


TYPICAL BATTERY LIFE Two years, continous operation


EVENT LOGGING 70 most recent events


USER OPTIONS •	 Adjust STEL period (5-15 minutes in 1 minute intervals)
•	 Calibration span levels
•	 Calibration interval
•	 Bump test interval
•	 Select combustible gases measurement: 0-100% LEL 


(Lower Explosive Limit) or Methane gas 0-5.0% v/v
•	 Calibration due date (1 to 365 days, or set to zero for off)
•	 Individual sensor enable/disable
•	 Latching alarms
•	 Stealth mode


CERTIFICATIONS AND 
APPROVALS


h :	 Class I, Div 1, Group A, B, C, D
	 Class I, Zone 0, Group IIC
ATEX:	 II 1G Ex ia IIC T4 Ga
IECEx:	 Ex ia IIC T4 Ga
X :	 Conforms to all applicable European directives.
For additional certifications, please review the manual or consult 
Honeywell Analytics.


WARRANTY Full two-year warranty including sensors and battery


For more information
www.honeywellanalytics.com


Rev 0-EMEA |  11/17/16
Note: Due to ongoing research and product improvement, 
specifications are subject to change without notice. 
© 2016 Honeywell International Inc.


SENSOR SPECIFICATIONS


GASES


STANDARD 
MEASURING 


RANGE RESOLUTION


HYDROGEN SULFIDE (H2S) 0 - 100 ppm 1 / 0.1 ppm


CARBON MONOXIDE (CO) 0 - 1,000 ppm 1 ppm


OXYGEN (O2) 0 - 25% vol. 0.1% vol.


COMBUSTIBLE GASES (LEL)* 0 - 100% LEL 1% LEL


*	 Caution – the LED IR combustible gas sensor used in BW Clip4 
cannot detect certain combustible gases including hydrogen 
and acetylene. The application should be reviewed to ensure the 
BW Clip4 can provide adequate detection. For more information, 
please contact Honeywell Analytics (www.honeywellanalytics.com).


BW CLIP4 OPTIONS


Choose from 


a Honeywell 


signature‑black 


housing or a high 


visibility yellow 


housing.


INTELLIDOX 
DOCKING SYSTEM


IntelliDoX combines 


smart-docking 


modules with 


our instrument 


management system 


to provide automated 


testing and record 


keeping for all 


BW Clip4 detectors.


Simply place the detector in the dock for rapid 


tests of the unit and sensors. Data is then 


easily transferred to your computer for analysis, 


compliance tracking, and device configuration.
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Wear yellow. Work safe.


multi-gas detector


Go the distance, and save


GasAlertMax XT II is the smart, simple, economical way to 


compliance. Workers feel safe and incidents are minimised 


so everyone will be able to do more. That means savings 


realised from business continuity and productivity. With the 


addition of IntelliFlashTM*, this multi-gas detector offers 


continuous visual confirmation of detector operation and 


compliance.


Simple operation, with SmartSample pump. 


GasAlertMax XT II reliably monitors up to four hazards 


and combines straightforward one-button operation 


with our robust, motorised pump for intelligent, remote 


sampling, ideal for confined spaces. The GasAlertMax XT II 


is fully compatible with MicroDock II automated test and 


calibration system.


H2S


CO


O2 


LEL


•	Minimise costs and training with one-button operation 


•	More accurate sampling results with  
SmartSample pump technology


•	Compact, comfortable and field tough 







GasAlertMax XT II Specifications


Size 5.1 x 2.8 x 2.0 in. / 13.1 x 7.0 x 5.2 cm


Weight 11.5 oz. / 328 g


Temperature -4 to 122ºF / -20 to 50ºC


Humidity 10 - 100% RH (non-condensing)


Alarms - Visual, vibrating, audible (95dB)
- Low, high, STEL, TWA, OL (over limit), low battery, pump


Tests Audible/visual alarms on activation, sensors, battery, pump and 
circuitry (continuous)


Typical battery 


life


13 hours @ 32ºF / 0ºC
8 hours @ -4ºF / -20ºC
Recharges in 6 hours


Pump draw Sample from up to 114.8 ft. / 35 m
It may take several seconds for the detector to determine the 
tubing has been blocked with tubing lengths of 30 m (98 ft.) and 
35 m (115 ft.).
- Do not attempt to calibrate a GasAlertMax XT with tubing longer 
than the standard calibration tubing supplied with the detector.
- It is essential to allow enough time for the remote atmospheric 
sample to reach the gas detection sensors. The sample draw flow 
rate for the GasAlertMax XT pump is approximately 2 seconds per 
foot of tubing. Allow adequate time once the atmospheric sample 
reaches the sensor cavity for readings to stabilise.


User options Confidence beep
Safety (sensor) lock
Latching alarms
Safe display mode
Calibration IR lock
Location selection
Force block test
Force bump test when 
overdue


Force calibration when overdue
Sensor configuration
Detector identification
Low alarm acknowledge
Language choices (five)
Set custom start-up message 
Confidence interval
Datalog interval


Ratings  
Ingress  
Protection


EMI/RFI:	 Complies with EMC Directive 2004/108/EC


IP66/67


Certifications 
and approvals


	 Class I, Div. 1, Gr.  A, B, C, D
IECEx: 	Ga Ex ia IIC  T4
ATEX: 	  II 1 G Ga Ex ia IIC  T4


	 Br Ex ia IIC  T4


Warranty Full two year warranty including all sensors


Additional GasAlertMax XT II features:


•	 Integrated sampling pump with reliable diaphragm technology


•	 Best in class block detection with semi-conductor pressure sensor


•	 Multi-language support in English, French, German, Spanish  
and Portuguese


•	 Conveniently manage your detector with Fleet Manager II


•	 Equipped with standard datalogging and event logging


•	 Continuous visual compliance with IntelliFlashTM* 


Standard features of BW products:


•	 Continuous LCD shows real-time gas concentrations 


•	 Compact and lightweight design makes it comfortable to wear


•	 Water-resistant


•	 Simple automatic calibration procedure; compatible with  
BW MicroDock II automatic test and calibration station


•	 Full function self-test of sensor, battery status, circuit integrity 
and audible/visual alarms on start up


•	 Bright wide-angled visual alarm bars


•	 Built-in concussion-proof boot


Sensor Specifications


Gas Measuring Range Resolution


H2S 0-200 ppm 1 ppm


CO 0-1000 ppm 1 ppm


O2 0-30.0% 0.1%
Combustible 
gases


0-100% LEL
0-5.0% v/v


1% 
0.1%


Alarm setpoints for all sensors are user adjustable. Setpoint(s) are automatically 
displayed during instrument start-up.


For a complete list of accessories, please contact BW Technologies by Honeywell.


MicroDock II 
compatible


Concussion-proof 
boot


Multi-unit cradle 
charger


Belt holster


Options and Accessories


Locally available from


DUE TO ONGOING RESEARCH AND PRODUCT IMPROVEMENT, SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.


*This feature is only available with IR Cal Lock inactive


H_GasAlertMax XTII_DS01105_V5_05-13_EMEAI 
© 2013 Honeywell International Ltd. All Rights Reserved.


European Headquarters
Life Safety Distribution AG
Javastrasse 2
8604 Hegnau
Switzerland
Tel: +41 (0) 44.943.4300
Fax: +41 (0) 44.943.4398
www.gasmonitors.com	 bwesales@gasmonitors.com


Europe 	 +44 (0)1295.700.300 
France	 +33 (0) 442.98.17.70 
Germany 	 +49 (0) 2137.17.6522 
Middle East	 +971.4.4505852 
USA 	 1.888.749.8878 


Latin America	 +55.11.3475.1873	  
S.E. Asia	 +65.6580.3468 
China	 +86.10.6786.7305 
Australia	 +61.3.9464.2770 
Other Countries	 +1.403.248.9226 12
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Wear yellow. Work safe.


 single gas detector


H2S


CO 


O2 


SO2


NH3 


PH3 


CI2 


ClO2 


NO 


NO2 


HCN 


ETO


O3


•	Direct, real-time readings on large LCD


•	Operates through consecutive shifts—exceptional 
battery run-time


•	Secure and accurate history with datalogging


Long-term solution


Designed with durability and comfort in mind, the GasAlert 


Extreme reliably monitors for any single gas hazard within 


its wide range of available toxic gas models. With easy 


on/off operation, this single gas detector offers extended 


longevity with a two year field-replaceable battery and 


sensor. Calibration is a simple automatic procedure and 


is compatible with BW’s MicroDock II automatic test and 


calibration system. A wide range of user options, multi-


language display and datalogging functionality make the 


GasAlert Extreme an ideal solution for many applications.


Easy gas identification with color coded labels:







Locally available from


DUE TO ONGOING RESEARCH AND PRODUCT IMPROVEMENT, SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.


MicroDock II
compatible


Concussion-proof 
boot


SamplerPak
motorized pump


IR DataLink


Sensor Specifications


Gas
Measuring 


Range (ppm)
Operating


Temperature


Relative
Humidity
(non-condensing)


H2S 0-100 -40 to +122°F/-40 to +50°C 15% - 90%


H2S (High Range) 0-500 -40 to +122°F/-40 to +50°C 15% - 90%


SO2 0-100.0 -40 to +122°F/-40 to +50°C 15% - 90%


HCN 0-30.0 -40 to +122°F/-40 to +50°C 15% - 90%


CO 0-1000 -22 to +122°F/-30 to +50°C 15% - 90%


CO (Low H2) 0-1000 -22 to +122°F/-30 to +50°C 15% - 90%


NH3 0-100 -4 to +104°F/-20 to +40°C 15% - 90%


NH3 (High Range) 0-400 -4 to +104°F/-20 to +40°C 15% - 90%


Cl2 0-50.0 -4 to +122°F/-20 to +50°C 10% - 95%


NO 0-250 -4 to +122°F/-20 to +50°C 15% - 90%


NO2 0-100 -4 to +122°F/-20 to +50°C 15% - 90%


PH3 0-5.0 -4 to +122°F/-20 to +50°C 15% - 90%


ETO 0-100.0 -4 to +122°F/-20 to +50°C 15% - 90%


ClO2 0-1.0 -4 to +122°F/-20 to +50°C 15% - 95%


O3 0-1.0 -4 to +122°F/-20 to +50°C 15% - 90%


O2 (%by Vol.) 0-30.0% -4 to +122°F/-20 to +50°C 0% - 99%
Alarm setpoints for all sensors are user adjustable. Setpoints are automatically displayed 
during instrument start up.


Additional GasAlert Extreme features:


•	 Equipped with internal vibrating alarm for high noise areas


•	 Secure and accurate history with datalogging


•	 Multi-language support in English, French, German, Spanish 	
and Portuguese


•	 Tamper-proof settings with passcode protection


Standard features of BW products:


•	 Continuous LCD shows real-time gas concentrations 


•	 Compact and lightweight design makes it comfortable to wear


•	 Water-resistant


•	 Simple automatic calibration procedure; compatible with 	
BW MicroDock II automatic test and calibration station


•	 Full function self-test of sensor, battery status, circuit integrity 
and audible/visual alarms on start up


•	 Bright wide-angled visual alarm bars


•	 Built-in concussion-proof boot
Options and Accessories


For a complete list of accessories, please contact BW Technologies by Honeywell.


GasAlert Extreme Specifications


Size 1.1 x 2.0 x 3.75 in. / 2.8 x 5.0 x 9.5 cm


Weight 2.9 oz. / 82 g


Alarms - Visual, vibrating, audible (95dB)
- Low, High, STEL, TWA


Tests Sensor integrity, circuitry, battery and audible/visual alarms 
on activation, battery (continuous)


Pump Compatible with the Sampler motorized pump


Typical battery 
life


2 year battery life (typical) with replaceable 3V battery


User options Confidence beep


Latching alarms


Stealth mode 


Passcode protection


Automatic O2 calibration


Automatic backlight


User-settable calibration gas 
level 


Calibration past due lockout


Language choices (five)


Ratings EMI/RFI:	 Complies with EMC Directive 89/336/EEC
IP 66/67


Certifications and 
approvals


	 Class I, Div. 1, Gr.  A, B, C, D
	 Class II, Div. 1, Gr.  E, F, G
	 American Bureau of Shipping
ATEX:	  II 1 G  T4
	 Ex ia IIC  T4
IECEx: 	 Ex ia IIC  T4


:	 European Conformity


Warranty Full two year warranty including sensors 
(One year NH3, Cl2, O3, ETO, ClO2 sensors)


H_GasAlertExtreme_DS01102_V2_03-12_EMEAI 
© 2012 Honeywell International Ltd. All Rights Reserved.


European Headquarters
4 Stinsford Road
Nuffield Industrial Estate
Poole, Dorset BH17 0RZ
United Kingdom	
Tel: +44 (0) 1295.700.300	
Fax: +44 (0) 1295.700.301
www.gasmonitors.com	 bwesales@gasmonitors.com


Europe 	 +44 (0)1295.700.300	
France	 +33 (0) 442.98.17.70	
Germany 	 +49 (0) 2137.17.6522	
Middle East	 +971.4.4505852	
USA 	 1.888.749.8878	


Latin America	 +55.11.3475.1873	 	
S.E. Asia	 +65.6580.3468	
China	 +86.10.6786.7305	
Australia	 +61.3.9464.2770	
Other Countries	 +1.403.248.9226 12
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Wear yellow. Work safe.


The most user-friendly, reliable and  
cost-effective way to ensure safety, 
compliance and productivity.


The BW Clip Series of single-gas detectors provides up to three 
years maintenance-free operation: just turn on the device and it 
runs continuously — no need for sensor and battery replacement 
or battery charging. That means great reliability and no downtime. 


Plus, with the two-year version for H2S or CO, you can put the 
device in a hibernation case when you’re not using it for a week 
or more — and extend its life by that period of time.


Choose from two detectors; both of which are compact, 
lightweight and easy to handle, while tough enough for harsh 
environments and extreme temperatures:


n	BW Clip – provides standard operation and no calibration 


n	BW Clip Real Time – includes a real-time gas level display and 
the ability to calibrate the device.


Both detectors are compatible with the MicroDock II and the 
IntelliDoX instrument management systems. 


Easy gas 
identification 
with colour 
coded labels 
and LCD 
indication:


SO2


H2S


O2


CO


Easy To Wear Easy to Read Easy to See


maintenance-free single-gas detectors


The most life for the price.  
Have a two-year detector for 
H2S or CO that you’re not using? 
Hibernate it, and get the time 
back - for up to a year. Spread 
your detector’s 24 months of 
operation over up to three years 
instead of the standard two. Great 
for turnarounds, short-term 
projects or employee leave.


Use our unique advanced technology for safety, 
compliance and productivity.
n	SurecellTM: unique dual reservoir sensor design dramatically improves 


instrument performance, response time, and longevity compared to 
traditional electrochemical sensors and consistently delivers reliable 
instrument performance under the harshest environmental conditions


n	Reflex TechnologyTM: advanced automated internal test function routinely 
checks the operating condition of the sensor to increase safety, up-time, 
and overall worker confidence


n	IntelliDoX: instrument management system


n	 The quickest bump test in the industry


n	 Configuration of alarm set points and more


n	 Performing different tests for up to five BW Clip Series detectors at  
once — for maximum productivity


n	 Easy and accurate record-keeping


BW Clip Series







Wear yellow. Work safe.


maintenance-free single-gas detectors


www.honeywellanalytics.com	 Europe: (Freephone number)	 +800.333.222.44
bwesales@gasmonitors.com	 Europe:		  +41.44.943.4380
	 Middle East, CIS, Africa:	 +971.4.450.5852


Locally available from...


BW Clip Series


BW Clip Series Specifications 


Size 4.1 x 5.0 x 8.7 cm / 1.6 x 2.0 x 3.4 in.


Weight 92 g / 3.2 oz.


Temperature H
2
S:	 -40 to +50°C / -40 to +122°F


CO:	 -30 to +50°C / -22 to +122°F
O


2
:	 -20 to +50°C / -4 to +122°F 


SO
2
:	-30 to +50°C / -22 to +122°F / 


Humidity 5% - 95% RH (non-condensing)


Alarms Visual, vibrating, audible (95 dB) • Low, High


Tests Activated detectors automatically perform one internal diagnostic 
test every 24 hours.


Typical battery life Two years (H
2
S, CO, O


2 
or SO


2
) or three years (H


2
S or CO)


Event logging 35 most recent events


Ingress Protection IP 66/67 


Certifications and 


approvals
       :	 Class I, Div. 1, Gr.  A, B, C, D
	 Class I, Zone 0 , Gr. IIC 
	         0539 II 1G
	 Ex ia IIC T4 Ga
	 DEMKO 14 ATEX 1356 
IECEx:	 Ex ia IIC T4 Ga
	 IECEx UL 14.0063
	 European Conformity


	 American Bureau of Shipping


	 CU TR Ex


Warranty Two or three years from activation (given normal operation), 
plus one year shelf life (6 months for O


2
). Up to three years for 


two-year H
2
S and CO detectors when used with the hibernation 


feature, limited to 24 months of detector operation.


Sensor Specifications


Gas Measuring Range Low Alarm Level High Alarm Level


2 or 3 year detector


H2S 0 -100 ppm 10 ppm 15 ppm


CO 0 - 300 ppm 35 ppm 200 ppm


2 year detector only


O2 0 - 25.0 % by vol. 19.5 % 23.5 %


SO2 0 - 100 ppm 5 ppm 10 ppm


Alarm setpoints are user adjustable before and after activating the detector.


Set points shown are default values as shipped from the manufacturer. Additional default values 


are available.


DUE TO ONGOING RESEARCH AND PRODUCT IMPROVEMENT, SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.


20150108-01-EN


Options & Accessories


Hard Hat ClipHibernation Case IntelliDoX


BW Clip Series Standard Features:
n	 Maintenance-free: no sensor or battery  


changes necessary
n	 Compact, lightweight design with  


one-button operation
n	 Designed for a range of harsh  


environments and extreme temperatures
n	 Hibernation mode with case accessory or IntelliDoX
n	 Automated self-test of battery, sensor and electronics
n	 Wide-angle flash, which alerts simultaneously with audible 


and vibrating alarm
n	 Automatic logging of the 35 most recent gas events, bump 


test and calibration results
n	 Backwards compatible with MicroDock II and Fleet Manager II 


software
n	 Affordable, with low cost of ownership


 
Configurable Options:
n	 Configuration of high and low alarm set points and other 


parameters before the device is activated
n	 Adjustment of alarm set points and other parameters as 


needed throughout the lifespan 
n	 Option to enable the non-compliance indicator, which flashes 


red when a bump test is due or a gas event occurs
n	 Option to display gas reading during alarm (BW Clip only)
n	 User settable bump test reminder
n	 User settable calibration reminder (BW Clip Real Time only)


n	 Option to display the real-time clock


For a complete list of kits and accessories, please contact  
BW Technologies by Honeywell.
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Wear yellow. Work safe.


• 	Quick and easy compliance - automatically maintain 
accurate records


•	Automatic bump testing, calibration, record keeping 
and charging


• 	One base station with one AC outlet supports up to 
six modules to suit your application


automated instrument
docking station


Cost effective calibration and 
bump test management 


The most cost effective way to manage the 


calibration and bump testing of BW’s portable gas 


detectors is through the MicroDock II automated 


test and calibration system. Fully portable and easily 


expandable, the MicroDock II requires no computer 


and provides simultaneous management of up to 


six modules. Minimise expenses and maximise 


productivity with the MicroDock II. 


MicroDock II


Compatible detectors
• 	GasAlertQuattro


• 	GasAlertMax XT II


• 	GasAlertMicroClip XT


• 	GasAlertMicro 5 Series


• 	GasAlertClip Extreme (2 and 3 Year)


• 	GasAlert Extreme







MicoDock II Specifications


Size 8.3 x 10.4 x 3.2 in. / 21.2 x 26.3 x 8.2 cm  
(base station plus one docking module)


Power supply 6V wall adaptor or four C-cell batteries


Real-time clock Provides time and date stamp for “last calibration” and “last 
bump test” data


Data storage Automatic (instrument and base station) 
MultiMediaCard data storage system


Communications 
method


Infrared communication between docking module and 
detector


External interface USB 2.0 interface for PC (USB 2.0 full speed)


Pump DC motor, micro-diaphragm; 6V PCB mount 
Flow rate 300 ml/min (typically)


Solenoid Built-in (docking modules)


Calibration gas 
connections


1/8” SMC connect sub-miniature coupling  
two gas inlets (standard), five gas inlets (maximum)


Detector 
configuration


Automatic recognition of instrument and sensors  
User-settable with Fleet Manager II software


Command keys Base station - menu navigation
Docking module
- One touch bump-test initiation
- One touch calibration intitation
- One touch data transfer (specific products)


LED indicators Yellow “TEST”, Green “PASS”, Red “FAIL” 


Ratings This device complies with the FCC Part 15 and ICES-003
Canadian EMI requirements. Operation is subject to the
following two conditions: (1) This device may not cause 
harmful interference, and (2) This device must accept any 
interference received, including interference that may cause 
undesired operation.


Certifications and 
approvals


:	 Ordinary location approved 
	 IEC 61010 
	 C22.2 No. 61010 


	 European Conformity


Warranty Full two year warranty


•	 Add extra self-contained docking modules to system via simple, 
plug-in connections—no external pressure transducers or gas 
lines necessary


•	 Simple, accurate record keeping and fleet management


•	 Verifies proper performance of detectors


•	 Reduces maintenance costs


•	 Multiple MicroDock II systems can be connected via a LAN


•	 Includes BW Fleet Manager II software for easy data analysis


•	 Multi-language support in English, French, German, Spanish  
and Portuguese


MicroDock II features:


• 	Fully automatic “hands-free” calibration and functional  
bump testing


•	 Automatically verifies performance of audible and visual alarms


•	 Stores and updates calibration records in the MicroDock II,  
as well as in datalogging instruments


•	 Entirely self-contained with no computer required


•	 Lightweight and fully portable with optional wall mount


•	 Operates via 6V line power or a set of four C-cell batteries 


•	 Fully customizable


MicroDock II - choose any module combination with a maximum of six docking 
modules, including six charging modules.


Note: Each gas cylinder connected to the 
system requires a individual demand flow 
regulator - sold separately


Cal gas wall mount MicroDock II
portable system kit


Demand flow 
regulator


Network USB


For a complete list of kits and accessories, please contact BW Technologies 
by Honeywell.


Options and Accessories


Locally available from


DUE TO ONGOING RESEARCH AND PRODUCT IMPROVEMENT, SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.


European Headquarters
4 Stinsford Road
Nuffield Industrial Estate
Poole, Dorset BH17 0RZ
United Kingdom 
Tel: +44 (0) 1295.700.300 
Fax: +44 (0) 1295.700.301
www.gasmonitors.com	 bwesales@gasmonitors.com


Europe 	 +44 (0)1295.700.300 
France	 +33 (0) 442.98.17.70 
Germany 	 +49 (0) 2137.17.6522 
Middle East	 +971.4.4505852 
USA 	 1.888.749.8878 


Latin America	 +55.11.3475.1873	  
S.E. Asia	 +65.6580.3468 
China	 +86.10.6786.7305 
Australia	 +61.3.9464.2770 
Other Countries	 +1.403.248.9226 12
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Wear yellow. Work safe.


Get more from your BW Clip —  
with unmatched performance 
and customisation


The IntelliDox system combines smart docking modules and  


Fleet Manager II software to provide automated instrument management  


for the BW Clip, helping you drive productivity, reliability and efficiency.  


Place the BW Clip in the docking module, and it automatically tests the gas 


detector and sensors while transferring data to the docking station.


Quicker bump tests for better productivity.
Bump as many as five BW Clip detectors with a single IntelliDox module in 


less than a minute using FastBump. That means no more bottlenecks from 


workers lining up to bump test their detectors.


Flexible configuration to meet changing needs. 


Configure the high and low alarm set points — plus other detector 


parameters — throughout the BW Clip lifespan. So you can rely on your 


detector to always work the way you want it to.


Efficient networking and data transfer for easy 
record-keeping.  
Use either USB or Ethernet to transfer bump tests, peak exposures and 


other gas-detection data.


n	 A new level of customisation for maintenance-free devices


n	 Configure alarm set points, track compliance of workers and more


n	 Flexible docks and software — expandable to five modules


n	 Quick and easy setup — great for turnarounds


Easy to Use Easy to Expand Easy to Network


Bump Test Performance like no other.   
FastBump combines the functional test  
of a gas detector together with the 
application of a test gas to deliver the  
quickest bump test in gas detection  
that not only optimises throughput  
but also saves on calibration gas that  
would otherwise be purged.


Automated instrument management system







Wear yellow. Work safe.


Locally available from...


Automated instrument management system


bwesales@gasmonitors.com	 Europe: (Freephone number)	+800.333.222.44 
www.honeywellanalytics.com	 Europe: 	 +41.44.943.4380	
	 Middle East, CIS, Africa:	 +971.4.450.5852


For a complete list of kits and accessories, please contact  
BW Technologies by Honeywell.


Multi-Inlet Key –    
Configure a single 


IntelliDox module to  


test different BW Clip 


gas sensors


Options & Accessories


IntelliDox Features:
n	 Bump testing, configuration, and record-keeping support for 


the BW Clip. User updatable settings:


n	 Industry-leading FastBump test that eliminates bottlenecks, 


while avoiding costly purge cycles that waste gas 


n	 Gangable up to five modules, each with its own LCD screen 


and keypad for independent operation 


n	 Easy to set up with no tools required


n	 Easy to connect via Ethernet to a Network


n	 USB port to easily configure dock module settings or retrieve 


data without network access 


n	 Enables endless configuration of BW Clip alarm set points 


and other parameters throughout the gas detector operation 


life


-	 Configure Alarm Settings


-	 Display Gas Reading 
	 During Alarm


-	 Enable Non-compliance 
	 Indicator


-	 Hibernate Detector


-	 Schedule Bump 
	 Reminders


-	 Transfer Event Logs


-	 Time Display 
	 Preferences


-	 Update Firmware


Portable Kit – Fully portable IntelliDox test station 
in a Pelican case. Kit contains: 2 docking modules, 
ethernet cable, AC power adaptor, demand flow 
regulator, tubing and more.


IntelliDox Specifications 


Size (w x h x d) 13.8 x 36.2 x 10.9 cm (5.4 x 14.2 x 4.3 in.) 
(individual docking module)


Weight 1.91 kg (4.2 lb)


Power supply 12 V / 8.33A ITE Power Supply


Real-time clock Provides time and date stamp


Communications 
method


Two-way infrared communication between docking module  
and detector


External  
interface


•  1 USB port
•  1 Ethernet port


Menu navigation •  Adjust display settings
•  Adjust time and date
•  Configure gas inlets
•  Review IntelliDoX module
•  Password protected (if enabled)


Automatic tests •  FastBump: in 10 seconds
•  Standard bump: in 40 seconds


Data Storage 2 GB internal


Pump Independent pump in each IntelliDox module
Flow Rate: 350 ml/min


Instrument  
Management 
System


Fleet Manager II, version 4.0 or higher


Ratings This device complies with EMC Directive 2004/108/EC  
and Low Voltage Directive 2006/95/EC


Warranty Full two year warranty        


DUE TO ONGOING RESEARCH AND PRODUCT IMPROVEMENT, SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.


Expandable up to 
five modules


20150324-02-EN 
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Join the Honeywell Portable Gas Detection Team for the latest information on our industry-leading line 


of personal protection gas monitors. Learn about our company, products and how to use them, become 


more familiar with how personal gas monitors function learn to talk more confidently about this important 


piece of safety equipment. Topics include: 


• Gas Detection Theory 


• Hands-on Product Demonstrations 


• Basic Maintenance where applicable 


• Data Management 
 
 


Typical Course Agenda (0.5 Day): 


 
Gas Detection Theory, Sensor Technologies, relevant models from the Honeywell portable gas detector 


range tailored where possible to your particular instrument requirements which may include one or more 


of the following: 


 


BW Clip, GasAlert MicroClip Series, GasAlertMax XT II, GasAlertMicro 5 & MicroDockII 


 


 


 


Join the Honeywell Portable Gas Detection Team for the latest information on our industry-leading line 


of personal protection gas monitors. Learn about our company, products and how to use them, become 


familiar with how our personal gas monitors function. We aim to give delegates the skills and knowledge 


required to use and perform basic maintenance on BW portable gas monitoring equipment. To enable 


devices to be correctly repaired and recalibrated. Topics include: 


 


• Gas Detection Theory 


• Gas Detection Technologies 


• Hands-on Product Demonstrations 


• Maintenance & Calibration 


• Data Management 
 
 
Typical Course Agenda (1 Day): 


 
Gas Detection Theory, Sensor Technologies, relevant models from the Honeywell portable gas detector 


range tailored where possible to your particular instrument requirements which may include one or more 


of the following: 


 


BW Clip, GasAlert MicroClip Series, GasAlertMax XT II, GasAlertMicro 5 & MicroDockII 


 


 


Certificates of attendance will be awarded upon the successful completion of an assessment (written 


and practical). Certificates have a 2 year validity. Registration is subject to approval by Honeywell. 


 


 







 


 


 


Course Costs 


Scheduled 2018 Course Dates 


 


 


 


 


 


 


Prescheduled courses based in the Honeywell Poole facility below are offered to you free of charge as 


part of your Framework Agreement Number C002461. Course places are subject to availability and we 


ask that all request for places are made to the Honeywell Training Department either using the below 
email address. All requests should reference the Frame Agreement Number, names and email 
addresses of delegates and contact details of the requestor. 
 
Courses may be offered at the customers own site. Travelling to a customer’s site will incur our standard 
course and T&E costs and are subject to a minimum delegate number of 4. Quotations for bespoke 
onsite courses will be raised upon request. 
 


trainingrequest@honeywell.com 


 
 
 
 
 
 
 
 


 
BW End User Training Course 
One day course you will learn the basics of gas detection and learn to operate, bump test gas detection 
equipment on BW Portable portfolio. 
 


 


Date: 14th May 2018 
Date: 16th July 2018 
Date: 26th November 2018 


 


Location: Poole 
 


 
 
 
BW Technologies by Honeywell Level 1 Training Course 
Increase your customer support with this two day course designed to instruct service technicians to perform 
essential maintenance and service of gas detectors to a level 1 standard. 
 
 


 


Date: 15th – 16th May 2018 
Date: 17th – 18th July 2018 
Date: 27th – 28th November 2018 
 
 
 


 


Location: Poole 
 


  


 







 


 


 


 


Hatchpond House 


4 Stinsford Rd 


Poole 


BH17 0RZ 
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